


SURFACE MOUNTING MODULAR ENCLOSURES
IP 40 RAL 7035 LIGHT GREY

- MADE FROM ABS TECHNO-POLYMER MATERIAL OF SUFFICIENT GAUGE TO
MAXIMISE STURDINESS AND STRENGTH.

- PROTECTION DEGREE IP40.

- WORKING TEMPERATURE -5°C TO +60°C.

- INCREASED DEPTH ALLOWS TERMINATION OF LARGE DIAMETER CONDUITS.

- OUR BOXES ARE SUPPLIED WITH REFERENCES ON THE 4 SIDES TO DETERMINE
THE CENTRE EASILY AND SAVE TIME ON DRILLING OPERATIONS.

- IN COMPLIANCE WITH CE C.431 STANDARDS AND BT 73/23 CE 93/68 REGULATIONS.

- CE AND IMQ MARKED.

cod. MOD. DISSIPABLE POWER

W CEI (23-49)

GR15002
GR15004
GR15005
GR15006 14
GR15008 18
GR15012 12 26
GR15024 12X2 35
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SURFACE MOUNTING MODULAR ENCLOSURES

A
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IP 40 RAL 7035 LIGHT GREY
MOD
COD. | EXTERNALDIM. | EN50022 | DISSIPABLE POWER
(.' E @ 17.5 mm
b (CEI 23-49)
a (o
GR15002 | 55 x 130 x 87 1-2 7W

Surface mounting enclosures RAL 7035 grey colour, without door

e @

MOD
COD. EXTERNALDIM. | EN50022 DISSIPABLE POWER
17.5 mm
b (CEI 23-49)
a c
GR15004 90 x 130 x 87 2-4 9w

Surface mounting enclosures RAL 7035 grey colour, without door

: ™
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MOD
COD. EXTERNALDIM. | EN50022 DISSIPABLE POWER
17.5 mm
b (CEI 23-49)
a c
GR15005 | 110 x 130 x 84 4-5 12w

Surface mounting enclosures RAL 7035 grey colour, without door

~_)

MOD
COD. EXTERNALDIM. | EN50022 DISSIPABLE POWER
17.5 mm
b (CEI 23-49)
a C
GR15006 | 140 x 150 x 87 6 14 W

Surface mounting enclosures RAL 7035 grey colour, without door
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SURFACE MOUNTING MODULAR ENCLOSURES
IP 40 RAL 7035 LIGHT GREY

MOD
COD. EXTERNAL DIM. | EN50022 | DISSIPABLE POWER TERMINAL BLOCK
17.5mm
b (CEI 23-49)
a T
GR15008 | 170 x 170 x 87 8 8w GR14026
GR14027
[ S GR14133
i GR14134
Surface mounting enclosures RAL 7035 grey colour, without door
@
L ]
MOD
5 COD. EXTERNAL DIM. | EN50022 | DISSIPABLE POWER TERMINAL BLOCK
17.5mm
1 b (CEI 23-49)
a €
GR15012 | 240 x 190 x 87 12 27TW GR14027-GR14028
GR14029-GR14133
L GR14134-GR14135
Surface mounting enclosures RAL 7035 grey colour, without door
MOD
COD. | EXTERNAL DIM. | EN50022 | DISSIPABLE POWER
17.5mm TERMINAL BLOCK
b (CEI 23-49)
a T
GR15024 | 240 x 310 x 87 24 40W GR14030-GR14031
GR14032-GR14138
GR14139-GR14140

Surface mounting enclosures RAL 7035 grey colour, without door
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SURFACE MOUNTING MODULAR ENCLOSURES

IP 40 RAL 9016 WHITE
MOD
COD. EXTERNALDIM. | EN50022 DISSIPABLE POWER
17.5 mm
b (CEI 23-49)
a (o
GR15602 55 x 130 x 87 1-2 W

Surface mounting enclosures RAL 9016 white colour,

without door

e @

MOD
COD. EXTERNALDIM. | EN50022 DISSIPABLE POWER
17.5 mm
b (CEI 23-49)
a €
GR15604 | 90x 130 x 87 2-4 9W

Surface mounting enclosures RAL 9016 white colour,

without door

MOD
COD. EXTERNALDIM. | EN50022 DISSIPABLE POWER
17.5 mm
b (CEI 23-49)
a €
GR15605 | 110 x 130 x 87 45 2w

Surface mounting enclosures RAL 9016 white colour,

without door

MOD
COD. | EXTERNALDIM. | EN50022 DISSIPABLE POWER
17.5 mm
b (CEI 23-49)
a (o
GR15606 | 140 x 150 x 87 6 14 W

Surface mounting enclosures RAL 9016 white colour,
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without door



SURFACE MOUNTING MODULAR ENCLOSURES

IP 40 RAL 9016 WHITE
cop MOD
' EXTERNAL DIM. | EN50022 | DISSIPABLE POWER
17.5mm TERMINAL BLOCK
b (CEI 23-49)
a (@

GR15608| 170x 170 x 87 8 8w GR14026

GR14027

GR14133

GR14134

Surface mounting enclosures RAL 9016 white colour, without door

MOD
COD. | EXTERNAL DIM. | EN50022 | DISSIPABLE POWER
17.5mm TERMINAL BLOCK
b (CEI 23-49)
a t
GR15612| 240x 190 x 87 12 2TW GR14027-GR14028

Surface mounting enclosures RAL 9016 white colour, without door

GR14029-GR14133
GR14134-GR14135

MOD
COD. | EXTERNAL DIM. | EN50022 | DISSIPABLE POWER
17.5mm TERMINAL BLOCK
b (CEI 23-49)
a c
GR15624| 240 x 310 x 87 24 40w GR14030-GR14031

Surface mounting enclosures RAL 9016 white colour, without door
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GR14032-GR14138
GR14139-GR14140



FIXING BRACKETS

; B
F e
51505
=~ J
3 y

KNOCK-OUT DRAINAGE HOLES ON EACH SIDE

€@

CEl €431

GR15002

GR15602

ﬁlﬁ GR15004

GR15604

GR15005

GR15605

GR15006

GR15606

COD. GR 17400

GR15008

GR15608

GR15012

GR15612

GR15024

GR15624
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SCREW CAPS FOR TOTAL INSULATION

SUITABLE FOR USE
IN TEMPERATURES
FROM-5C TO +60 C




SURFACE MOUNTING ENCLOSURES WITH DOOR

COD. MOD.

DISSIPABLE POWER

w
CEI (23-49)

GR15080 5 12
GR15082 8 16
GR15084 12 21
GR15086 12x2 26

- MADE FROM ABS TECHNO-POLYMER MATERIAL OF SUFFICIENT GAUGE TO
MAXIMISE STURDINESS AND STRENGTH.

- POLYCARBONATE SMOKE-TINTED DOOR WITH LOCKING DEVICE ON OPENING.

- PROTECTION DEGREE |P40.

- WORKING TEMPERATURE -5°C +60°C.

- INCREASED DEPTH ALLOWS TERMINATION OF LARGE DIAMETER CONDUITS.

- OUR BOXES ARE SUPPLIED WITH REFERENCES ON THE 4 SIDES TO DETERMINE THE
CENTRE EASILY AND SAVE TIME ON DRILLING OPERATIONS.

- DURATION TEST IN COMPLIANCE WITH CE 23-48: 7 DAYS AT 70°C.

- IMPACT TEST WITH BALL IN COMPLIANCE WITH CE 23-48: 70°.

- IN COMPLIANCE WITH CE C.431 STANDARDS AND BT 73/23 CE 93/68 CE REGULATIONS.
- CE AND IMQ MARKED.
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SURFACE MOUNTING ENCLOSURES WITH DOOR

IP 40 RAL 7035 WHITE
MOD
(: E @ COD. EXTERNALDIM. | EN50022 DISSIPABLE POWER
17.5 mm
b (CEI 23-49)
a c
GR15080| 110 x 150 x 98 2-4 12w
°\_\/ Surface mounting enclosures RAL 7035 grey colour with horizontal polycarbonate smoke-tnted door with locking device
2 on opening
@ MOD
COD. EXTERNAL DIM. | EN50022 | DISSIPABLE POWER
17.5mm TERMINAL BLOCK
- b (CEI 23-49)
a c
GR15082| 170 x 170 x 98 8 13W GR14026
GR14027
GR14130
GR14131

Surface mounting enclosures RAL 7035 grey colour with horizontal pdycarbonate smoke-tinted door with locking
device on opening

MOD
COD. EXTERNAL DIM. | EN50022 | DISSIPABLE POWER
17.5mm TERMINAL BLOCK
b (CEI 23-49)
a (o

GR15084| 240 x 190 x 98 12 25W GR14027-GR14028
GR14029-GR14133

GR14134-GR14135

= / Surface mounting enclosures RAL 7085 grey colour with horizontal pdycarbonate smoke-tinted door with locking
device on opening

MOD
COD. EXTERNAL DIM. | EN50022 | DISSIPABLE POWER
17.5mm TERMINAL BLOCK
b (CEI 23-49)
a t
GR150861240 x 310 x 100 24 27TW GR14030-GR14031
GR14032-GR14136

GR14138-GR14139
GR14140

Surface mounting enclosures RAL 7035 grey colour with horizontal polycarbonate smoke-tinted door with
locking device onopening
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